1. How can the default configuration register setting be changed?

2. How is the configuration register represented? 

3. What does 0xnnn0 mean?

4. What does 0xnnn1 mean?

5. What does oxnnn2 to 0xnnnF mean?

6. What are the reasons that a router may not boot properly?

7. When a router boots, what does it look for?

8. What can boot system statement do?

9. How can you use show version to do trouble shooting?

10. What is the configuration file?

11. How many bytes is the configuration file typically?

12. Where is the IOS stored?

13. Where is a copy of the configuration file stored in NVRAM to be used during startup?

14. What is the IFS?

15. Do the exercise on 5.2.1

16. What is the first part of the Cisco IOS file name?

17. What is the second part of the Cisco IOS file name?

18. What is the third part of the Cisco IOS file name?

19. What is the fourth part of the cisco IOS file name?

20. Do the exercises on 5.2.2

21. Where is the one of the backup copies of the configuration stored?

22. What is the command for it?

23. Be familiar with the steps to store the configuration file in TFTP server and load from a TFTP server.

24. What is another way to create a backup copy of the configuration?

25. What is the command for it?

26. How to capture the configuration from a HyperTerminal screen?

27. How to store IOS image on the TFTP server?

28. If the IOS image in flash has been erased or corrupted, what should be done to restore the IOS image?

29. Do the lab work on password recovery on  5.2.6

30. What can show version be used?

31. What can show flash be used?
