CCNA3 Module 2 OSPF (Part III)

Part III

1. What is area 0 called?

2. What number may be assigned to an area in the OSPF network?

3. OSPF configuration requires that the OSPF routing process be enabled on the router with ______________ and _______________.

4. Network addresses are configured with a _____________ mask.

5. What does the wildcard mask represent?

6. What area all areas required to connect to in multi-area OSPF?

7. What is the process ID?

8. When the OSPF process starts, the Cisco IOS uses __________ as its OSPF router ID.

9. What is the propose of a loopback interface?

10. On a router that has more than one loopback interface, what IP address should be taken as its router ID?

11. What subnet mask should the loopback interface be configured with?

12. What is the 32-bit subnet mask called?

13. If the network type of an interface is broadcast, what is the default OSPF priority?

14. When OSPF priorities are the same, what does the OSPF do?

15. Why value of 0 is used for the priorities?

16. Which router will be DR and BDR?

17. How does OSPF determine the best route?

18. The lower cost or the higher cost will be more likely the interface to be used to forward data traffic?

19. What is the authentication key?

20. What is the authentication key used for?

21. Why is the message-digest keyword is used?

22. What does 0 mean and what does 7 mean in the encryption type field?

23. What is a message digest ?

24. In the case of message-digest authentication, what does the authentication data field contain?

25. By default, what is value of the dead interval compared to the hello interval and what does that mean?

26. On broadcast OSPF networks, the default hello interval is ____ seconds and the default dead interval is _____ seconds. On nonbroadcast networks, the default hello interval is _____ seconds and the default dead interval is _____ seconds. 

27. What is a configured default route is used by a router ?

28. What network address and a subnet mask are used in the static default route configuration syntax?

29. What are the reasons for an OSPF to fail to establish a neighbor relationship?

30. What are alos important in OSPF routing?

31. Please know where you can find the description of the following commands:

show ip protocil


show ip route

show ip osfp interface


show ip ospf

show ip ospf neighbor detail

show ip ospf database

