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5.3.2 Using the Cisco IOS CLI

What is the Cisco IOS CLI?

What can context-sensitive help provide suggestions? Give an example.

5.3.2 (2)

What does % mean?

What does (^) mean?

5.3.2 (3)

What is the maximum number of command lines does the command history record in the history buffer?

Try to use the following command lines:

Ctrl-P or Up Arrow key

Ctrl-N or Down Arrow

The CLI recognizes partially typed commands based on their first unique character. Give example.

5.3.2 (3)

Do the activity

5.3.3 Using Show Commands

Take a look at the graphics on the right

5.3.3 (2)

Do the activity

5.3.4 Basic Configuration

Configure the user name and password on the routers in the lab.

5.3.4 (2)

What is a banner?

What are the two types of banners?

Why can we use logging synchronous command?

Why should “no ip domain-lookup” be used?

5.3.4 (3)

In what mode should a password for console connection assess be done?

What are the commands to set a password?

What is a  considered a vty connection?

What are the commands?

What does 0 4 represent?

What does “service password-encryption” ensure?

To copy the changes made to the running configuration back to the stored startup configuration file, what command should be used?

5.3.5 Configuring An Interface

What does a router interface connecting to a network typically have?

What are the different types of interfaces on a router?

What does local network connections use?

What connections does WAN require?

What does serial interfaces require to control the timing of the communications and what is it called?

What equipment devices provide the clock rate?

When a router connects to the ISP network using a serial connection, what is required if the WAN is digital and what is required if the WAN is analog?

What does the Cisco DTE devices do?

5.3.5 (2)

Take a look at the steps to configure an interface.

What command is used to turn off an interface for maintenance or troubleshooting?

What does C mean?

What does the designation Seria0/0/0 indicate?

5.3.5 (3)

Do the activity.

5.3.6 Configuring a Default Route

Based on what does a router forward packets from one network to another?

If the router does not have a route to a specific network in its routing table, what would happen?

What information is needed to configure the default route?

5.3.7 Configuring DHCP Services

 Take a look at the steps to configure DHCP using the CLI. 

5.3.8 Configuring Static NAT Using Cisco IOS CLI

When configuring NAT, what should be configured as the inside interface?

What is the inside interface connected?

What is another interface, usually _____________________, must be configured as the outside interface?

When devices on the internal network communicate out through the external interface, what happen to the addresses?

Take a look at the steps to configure NAT and static NAT using the Cisco IOS CLI?

5.3.8 (2)

What does “show ip nat translations” display?

What does “show ip nat statistics” display?

What does “show run” view?

What command is used to clear dynamic entries before the timeout has expired?

5.3.9 Backing UP a Cisco Router Configuration

Read the steps to save the configuration files.

Read the steps to restore the backup configuration file?

5.3.9 (2)

Read the steps to capture the configuration from a HyperTerminal screen.

Do the Lab Activity on Page 5.3.9 using HyperTeminal

Do the Lab Activity on Page 5.3.9 using TFTP (optional)

